
AMERICAN SYNTHOL, INC.
2930 MOUNTAIN TRACE, ROSWELL, GA 30075

PHONE: 800-633-5457 / FAX: 888-731-9534

COMPRESSOR LUBRICANTS

AMERILUBE
ADVANCED TECHNOLOGY LUBRICANTS



Typical Properties
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AMERILUBE SERIES DE
AMERILUBE SERIES DE compressor lubricants are super premium, 100% synthetic diester base with
an advanced technology additive system.  They are blended from the finest materials available.  Proven
in countless millions of horsepower hours of service in virtually every type of compressor made.
AMERILUBE SERIES DE lubricants give outstanding service, even in the most severe operating
conditions.

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SERIES DE
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Long Fluid Life
Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption

Outstanding Oxidation Stability
High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Excellent Dispersant Properties

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation A 320C
79
39
5.7
182
44.9
450
785
-45

.40
100
1a

40/38/2

A 460C A 680C A 1000C
92

146
14.1

685.7
74.4
502
835
-30

.40
135
1a

40/38/2

A 1500C
93

108
11.5
500
64.6
485
835
-35

.40
125
1a

40/38/2

86
64
7.9
297
52

480
790
-45

.40
110
1a

40/38/2

81
33
5.2
155
43.3
420
765
-45

.40
100
1a

40/38/2



Typical Properties
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AMERILUBE SERIES 7
AMERILUBE SERIES 7 compressor lubricants represent American Synthol’s continued leadership in
producing exceptional performance compressor fluids.  These are blended from several synthetic base
stocks, have a new advanced technology additive system, and provide outstanding performance.
AMERILUBE SERIES 7 lubricants combine the best characteristics of these base stocks to form a
synergistic blend of fluid and additive systems.

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SERIES 7
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Outstanding Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
128
34
6.1

159.0
45.9
440
735
-48

.40
100
1a

40/40/0

A 327C
130
49
7.9
228
52.0
450
785
-38

.40
100
1a

40/40/0

A 467C
131
69.8
10.2

323.8
59.9
498
790
-32

.40
110
1a

40/40/0

A 687C



Typical Properties
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AMERILUBE SERIES 7 RECIP

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SERIES 7 RECIP
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Outstanding Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid

AMERILUBE SERIES 7 RECIP compressor lubricants represent American Synthol’s continued leadership
in producing exceptional performance compressor fluids.  These are blended from several synthetic
base stocks, have a new advanced technology additive system, and provide outstanding performance.
AMERILUBE SERIES 7 RECIP lubricants combine the best characteristics of these base stocks to form
a synergistic blend of fluids and additive systems that are specially formulated for Reciprocating
Compressors.

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
100
106
11.8

491.2
65.7
501
800
-27

.40
150
1a

40/38/2

A 1007C
128
110
14.0

509.7
74.0
510
810
-27

.40
170
1a

40/38/2

A 1557C
129
170
19.1
788
94.7
520
825
-20

.38
170
1a

40/38/2

A 1757C
131
180
20.2
834
99.3
525
835
-22

.38
170
1a

40/38/2

A 1807C



Typical Properties

AL-A25K8C- 8/99 Page 1 of 1

AMERILUBE A25K8C

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SERIES 8
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Outstanding Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid

AMERILUBE SERIES 8 compressor fluid is the culmination of American Synthol’s continued leadership
in producing long life, high performance compressor lubricants.  This product has proven its exceptional
ability to provide as much as 25,000 * hours of service in rotary screw compressors.
AMERILUBE A25K8C is blended from multiple synthetic base stocks, and a new advanced technology
additive system.  It is highly Biodegradable, NON-Toxic, and NON-Hazardous.  It provides maximum
protection against oxidation, wear, rust, and corrosion.
AMERILUBE A25K8C is American Synthol’s premier fluid for rotary screw compressors.

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
132
47.0
7.73
219
51.5
452
790
-39

.40
100
1a

40/40/0

A25K8C



Typical Properties
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AMERILUBE SERIES 5
AMERILUBE SERIES 5 compressor lubricants are 100% synthetic advanced technology lubricants.  They
are blended from the finest materials available, and are formulated to give outstanding performance
under severe conditions.  They are compatible with virtually all materials including polycarbonate.

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SERIES 5
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Outstanding Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
136
46.7
7.81

217.4
51.8
490
760
-60

.45
100
1a

40/40/0

A465C
138
66.3
10.0

307.6
59.2
504
760
-55

.45
110
1a

40/40/0

A685C
157
92.8
14.1

430.1
74.4
510
780
-55

.37
125
1a

40/40/0

A1550C



Typical Properties
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AMERILUBE PGRS / PGRI

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

PGRS / PGRI
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE PGR compressor lubricants are 100% synthetic non-glycol replacement fluids for
polyglycols.  Polyglycols (also called PAG’s or polyalkylene glycols) are supplied as OEM compressor
fluids in many compressors.
AMERILUBE PGR’s have good biodegradability and are environmentally neutral.  They also exhibit much
better oxidation and thermal stability, longer fluid life, and mix perfectly with polyglycols.  This ability to
mix with PAG’s means flushing of compressors is not necessary  to change to AMERILUBE PGR’s.  This
provides the added benefit of allowing topping off of compressors containing polyglycol fluids until
scheduled change intervals.

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control
Very Good Separation from Water

Outstanding Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid
Non-Hazardous / Non-Toxic

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
134
33
6.1
155
46.2
470
740
-40

.41
100
1a

40/38/2

PGRS
130
45
7.4

209.6
50.4
489
750
-36

.41
100
1a

40/38/2

PGRI



Typical Properties

AL-467 8/99 Page 1 of 1

AMERILUBE SFG - FOOD GRADE

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SFG
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUIDS

ADVANCED TECHNOLOGY LUBRICANTS

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
110
38.2
5.7

178.6
44.9
430
710
-45

.40
100
1a

40/40/0

SFG100
106
46.8
7.0
218
49.1
445
720
-38

.40
100
1a

40/40/0

SFG200
107

101.0
11.9

469.9
65.6
510
800
-32

.40
110
1a

40/40/0

SFG300

AMERILUBE SFG - SYNTHETIC FOOD GRADE compressor lubricants are high performance fluids that
are approved by the USDA for H-1 applications (lubricants with incidental food contact).  They fully
comply with the requirements of FDA 21 CFR 178.3570.
AMERILUBE SFG’s provide excellent service and are designed for extended drain intervals.

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Excellent Oxidation Stability
Very High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Life Fluid



Typical Properties
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AMERILUBE ATG - FOOD GRADE BREATHING
AIR COMPRESSOR LUBRICANT

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

ATG
SUPER PREMIUM FOOD GRADE BREATHING AIR

COMPRESSOR LUBRICANT

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE ATG - SYNTHETIC FOOD GRADE BREATHING AIR COMPRESSOR LUBRICANT is a
superior performance lubricant specifically designed to lubricate breathing air compressors.  AMERILUBE
ATG meets USDA H-1 requirements for lubricants with incidental food contact (FDA 21 CFR 178.3570).
Its extremely low volatility, excellent hydrolytic stability, very high flash point, and NON-TOXIC formulation
contribute to safer operation of breathing air compressors.
AMERILUBE ATG’s advanced additive system incorporates superior anti-wear properties resulting in
truly extraordinary compressor wear protection.  ATG’s advanced additive system also provides for
clean, carbon resistant operation  of breathing air compressors.

Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Excellent Oxidation Stability
Very High Viscosity Index
Very High Flash & Auto-Ignition Points
Extremely Low Volatility
Very High Film Strength
Excellent Coolant Properties
Very Long Life Fluid

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
127

100.3
13.2
464
72.8
519
825
-20

.37
1a

40/40/0

ATG



Typical Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE
COMPRESSOR

CLEANER
SUPER PREMIUM SYNTHETIC

COMPRESSOR CLEANER

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE COMPRESSOR CLEANER
AMERILUBE COMPRESSOR CLEANER & lubricant is a super premium, 100% synthetic cleaner and
compressor lubricant made using a diester base with a super advanced technology additive system.
AMERILUBE COMPRESSOR CLEANER is intended for use in varnished and carboned screw compressors
where it is desirable to clean the compressor during normal operation without blocking filters and
separators which is usually associated with other aggressive cleaners.
AMERILUBE COMPRESSOR CLEANER  will usually clean a varnished compressor in approximately
2000 hours.  AMERILUBE oill analysis is recommended to evaluate the condition of the compressor and
coolers.  AMERILUBE COMPRESSOR CLEANER can also function as a compressor lubricant in clean
compressors.

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion, 24 Hr
Demulsibility, 130 oF, 30 min

Lubricant Designation
65
43

5.83
200
45.3
436
715
-50

.40
100
1a

40/38/2

Compressor Cleaner

Resists Filter & Separator Blocking
Very Long Fluid Life
Excellent Rust Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime

Outstanding Carbon & Varnish Removal
Superior Oxidation Stability
High Flash & Auto Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Excellent Dispersant Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

DESCALER
SUPER PREMIUM WATER

SCALE SOLVENT

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE DESCALER
AMERILUBE DESCALER is a super premium safe efficient water soluble scale solvent.  It is effective
even under the most severe conditions.
AMERILUBE DESCALER will dissolve approximately 2 lb’s of lime and water scale per gallon.  It is
considered non-toxic, non-corrosive, and non-flammable when used as directed.
AMERILUBE DESCALER will not erode, pit, or oxidize metals, however, it is not recommended for use on
aluminum, zinc, and any alloy of magnesium.  It has also been accepted for use as an acid cleaner by the
U.S.D.A., and has been assayed using the D.O.T. skin corrosion rabbit test  as “non-corrosive” to intact
skin of the rabbit.

Typical Properties

1.0561
<1.0
1 oF

214 oF
NONE

NEGLIGIBLE
+40 oF  to +180 oF

80 oF
CO2

DESCALER

Specific Gravity
pH
Freeze Point
Boiling Point
Flash Point
Temperature of Reaction
Temperature Range
Optimum Temperature
Gas Evolved During Use

Property

Dissolves 2 lb’s of Lime and Scale / Gallon
Non-Toxic / Non-Corrosive When Used As
Directed
Excellent Miscibility in Water

Excellent Lime and Grease Removal
Accepted by the U.S.D.A. and D.O.T.
Good Dispersant Properties



Typical Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SVAC
SUPER PREMIUM SYNTHETIC

VACUUM PUMP FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE SVAC
AMERILUBE  SVAC are super premium synthetic Vacuum Pump Fluids designed to give excellent service
and long life in all types of vacuum pumps.  These fluids have very low vapor pressure and very high
oxidation  resistance.  They also have excellent thermal and shear stability.
AMERILUBE SVAC lubricants protect against wear, rust, and corrosion.  They work in rotary screw, sliding
vane, reciprocating, and liquid ring vacuum pumps.
AMERILUBE SVAC’s advanced technology additive system protects vacuum pumps from varnish, carbon,
and sludge deposits.

ISO Grade
Viscosity Index
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Pour Point oF
Flash Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Copper Corrosion, 24 Hr.
Rust Test
Demulsibility,  130 oF, 30 min
Vapor Pressure mm Hg @ 80 oF

Lubricant Designation

100
133
105

13.9
486.6
73.1
-33
514

.40
1a

PASS
40/40/0

.0000003

68
130

68.3
10.0

316.9
58.8
-43
460

.40
1a

PASS
40/40/0
.000001

SVAC-68

46
130

47.2
7.7

220.0
51.1
-45
440

.40
1a

PASS
40/40/0
.000005

SVAC-46

32
123

33.1
5.9

155.4
45.3
-50
430

.40
1a

PASS
40/40/0
.000006

SVAC-32

15
129

14.8
3.6

76.6
37.9
-55
386

.40
1A

PASS
40/40/0
.00005

SVAC-15 SVAC-100

Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Outstanding Oxidation Stability
Very High Viscosity Index
Outstanding Thermal Stability
Very Low Vapor Pressure / Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Fluid Life
Outstanding Shear Stability



Typical Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SCCL
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE SCCL
AMERILUBE SCCL synthetic centrifugal compressor lubricant is super premium, high performance
product designed specifically for today’s bull gear type centrifugal compressors. This fluid provides
outstanding thermal and oxidative stability.
AMERILUBE SCCL has exceptional anti-wear, rust, and corrosion prootection.  It is extremely shear
stable, and is formulated to control oil misting, so common in these compressors.  AMERILUBE SCCL is
a very long life fluid designed to give years of trouble free service.

Outstanding Oxidation Stability
High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Reduced Misting
Exceeds All Centrifugal OEM Specifications

Long Fluid Life
Excellent Rust & Corrosion Protection
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption
Compatible with All Seal Materials

132
43
7.2

200.1
49.4
475
770
-40

.40
100
1a

40/40/0

SCCL-46SCCL-32

135
33
6.1

155.0
46.2
455
745
-44

.40
100
1a

40/40/0

Viscosity Index
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld point, Kg
Copper Corrosion, 24 Hr.
Demulsibility, 130 oF, 30 min

Lubricant Designation



Typical Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SUPREME
SUPER PREMIUM SYNTHETIC

COMPRESSOR FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE SUPREME
AMERILUBE SUPREME is AMERILUBE’s premier rotary screw compressor fluid.  It provides unusually
long fluid life, outstanding resistance to oxidation, maximum protection from wear, and exceptional thermal
stability.
AMERILUBE SUPREME has very good biodegradability characteristics that are in excess of 86% measured
in CEC L-33-T-82 tests.  This superior fluid will mix with any of the polyglycol fluids furnished by many  of
the compressor manufacturers.

Exceptionally Long Fluid Life
Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption
Environmentally Friendly

Exceptional Oxidation Stability
Exceptional Thermal Stability
Very High Viscosity Index
Very High Flash & Auto Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Excellent Biodegradability

142
52

8.6
241.7
54.4
550
860
-70

.38
160
1a

40/37/3
86+%

Supreme

Viscosity Index
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld Point, Kg
Copper Corrosion,  24 Hr
Demulsibility, 130 0F, 30 min
Biodegradability, CEC-L-33-T-82

Lubricant Designation



Typical Properties
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American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SBL
SUPER PREMIUM SYNTHETIC

BLOWER FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE SBL
AMERILUBE SYNTHETIC BLOWER LUBRICANTS are blended from the highest quality base stocks
available.  They are blended with AMERILUBE’s most advanced additive system, and are designed
specifically for the gears and bearings in rotary lobe blowers.  They exhibit outstanding resistance to
oxidation, shear,  and thermal  degradation.  These lubricants have excellent lubricity and anti-wear
properties.
AMERILUBE SYNTHETIC BLOWER LUBRICANTS provide excellent protection against rust and corrosion.
They also provide unusual protection from foaming and air entrainment.  They are designed to provide
maximum protection in all  types of rotary lobe blowers.

Very Long Fluid Life
Excellent Rust Control
Excellent Sludge and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption
Excellent Water Separation

Excellent Oxidation Stability
Very High Viscosity Index
High Flash & Auto Ignition Points
Very Low Volatility
Excellent Film Strength
Excellent Coolant Properties
Good Dispersant Properties

171
5

200.1
27.0

927.0
129.0

515
790
-45
65
1a

PASS
40/40/0

170
.40

SBL-220

Viscosity Index
AGMA Number
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Timken “OK” Load Lb.
Copper Corrosion, 24 Hr.
Rust Test
Demulsibility,  130 oF, 30 min
Four Ball Weld, Kg
Four Ball Scar Dia

Lubricant Designation



American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

SEMI SYNTHETIC
PREMIUM SYNTHETIC
COMPRESSOR FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE SEMI SYNTHETIC
AMERILUBE SEMI SYNTHETIC compressor lubricants are premium, semi-synthetic compressor lubricants
with an advanced technology additive system. They are blended from the finest semi synthetic materials
available. Proven in countless millions of horsepower hours of service in almost every type of compressor
made.
AMERILUBE SEMI SYNTHETIC compressor lubricants give outstanding service, even in moderately severe
operating conditions.

Typical Properties

Good Fluid Life
Excellent Rust Control
Good Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption

Good Oxidation Stability
High Viscosity Index
High Flash & Auto Ignition Points
Low Volatility
Good Film Strength
Excellent Coolant Properties
Energy Savings

Viscosity Index
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld point, Kg
Copper Corrosion, 24 Hr.
Demulsibility, 130 oF, 30 min

Lubricant Designation

105
46.0
6.9

218.8
48.8
440
767
-30

.45
100
1a

40/40/0

102
100.1
11.5

472.7
64.6
465
786
-29

.44
100
1a

40/40/0

124
149.1
17.1

704.0
86.4
517
839
-15

.40
100
1a

40/40/0

PS200 PS300 PS400

106
33.2
5.6

159.5
44.6
420
741
-35

.45
100
1a

40/40/0

PS100

110
38.1
6.2

178.1
46.5
447
757
-36

.46
100
1a

40/40/0

A4000C

        AL-SEMI SYN-8/99 PAGE 1 OF 1



American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE
PARTIAL SYNTHETIC

PARTIAL SYNTHETIC
COMPRESSOR FLUID

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE PARTIAL SYNTHETIC

Typical Properties

        AL-PARTIAL SYN-8/99 PAGE 1 OF 1

AMERILUBE PARTIAL SYNTHETIC compressor lubricants are high performance, partial  synthetic
compressor lubricants  blended to give exceptional performance. They are blended from the finest materials
available, and use AMERILUBE’s advanced technology additive system. These compressor fluids give
exceptional service in tank mounted reciprocating compresors.
AMERILUBE PARTIAL SYNTHETIC compressor lubricants give outstanding service,  even in moderatly
severe operating conditions.

Good Fluid Life
Excellent Rust Control
Good Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption

Good Oxidation Stability
High Viscosity Index
High Flash & Auto-Ignition Points
Excellent Thermal Stability
Good Film Strength
Excellent Coolant Properties

Viscosity Index
Vis cSt @ 40 oC
Vis cSt @ 100 oC
Vis SUS @ 100 oF
Vis SUS @ 212 oF
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Four Ball Weld point, Kg
Copper Corrosion, 24 Hr.
Demulsibility, 130 oF, 30 min

Lubricant Designation PS40PS30PS20PS10

115
152.1
16.4

704.0
83.5
488
776
-12

.40
100
1a

40/40/0

98
103.0
11.5
477

64.2
440
758
-22

.44
100
1a

40/40/0

101
46.2
6.8
215

48.1
425
718
-26

.45
100
1a

40/40/0

100
34.6
5.6

162.2
44.3
418
723
-30

.45
100
1a

40/40/0



AL-R717AC- 8/99 Page 1 of 1

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

R717AC
SUPER PREMIUM SYNTHETIC
REFRIGERATION LUBRICANT

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE R717AC
AMERILUBE R717AC is specifically designed for use in Ammonia Refrigeration Systems.  AMERILUBE
R717AC is highly stable and specially formulated so that it does not react with ammonia.  The technology
used in AMERILUBE R717AC is also used by most original equipment manufacturers for their factory
and service fill.
AMERILUBE R717AC’s very low volatility, enhanced stability, and reduced solubility in ammonia results
in very low lubricant use and  increased  efficiency of the ammonia  refrigeration  system.
AMERILUBE R717AC-LT and AMERILUBE R717AC-XLT are formulated to have even better low temperature
properties, and are designed to operate in very low temperature flash freezers.

Typical Properties

Outstanding Oxidation Stability
High Viscosity Index
High Flash & Auto-Ignition Points
Very Low Volatility
Extremely High Film Strength
Very Low Solubility in Ammonia
Reduced Lubricant Consumption

Very Long Fluid Life
Excellent Rust Control
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Energy Savings Through Reduced
Evaporator Coating

D1298
D445
D2270
D97
D92
D92
D1500
D664

R717AC-XLT
.86
48
138

-79.6
453
496
<.5
.06

R717AC-LT
.86
46
108
-51
445
490
<.5
.06

R717AC

.86
60
108
-45
450
500
<.5
.06

Lubricant Designation

Density
Viscosity, cSt @ 100 oF
Viscosity Index
Pour Point oF
Flash Point oF
Fire Point oF
Color
Total Acid Number



American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

ABR
SUPER PREMIUM SYNTHETIC

REFRIGERATION LUBRICANTS

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE ABR

Typical Properties

        AL-ABR-8/99 PAGE 1 OF 1

AMERILUBE SERIES ABR lubricants are super premium, 100% synthetic base with an advanced
technology additive system.  They have exceptional solubility in CFC, HCFC, and Blended Refrigerants.
AMERILUBE ABR have exceptional chemical and thermal stability, and provide very long service life.
They are safe to handle in all refrigerant applications.

Vis cSt @ 40 oC
Vis SUS @ 100 oF
Flash Point oF
Pour Point oF
FLOC Point oF
Copper Corrosion, 24 Hr.
Sealed Tube Stability

Lubricant Designation ABR-68ABR-32

64.9
301
350
-30
-65
1a

.15

33.9
159.1

350
-40

-100
1a

.05

Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime

Excellent Oxidation Stability
Long Fluid Life
High Flash & Auto-Ignition Points
Good Film Strength
Excellent Coolant Properties
Unsurpassed Solubility in HCFC and Blended Refrigerants



PAGE 1 OF 1

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

RA5
SUPER PREMIUM SYNTHETIC

REFRIGERATION LUBRICANTS

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE RA5

Typical Properties

        AL-RA5-8/99

AMERILUBE RA5 lubricant is a super premium, Polyol Ester Refrigeration Lubricant which is specifically
designed for automotive air conditioning applications.
AMERILUBE RA5 is manufactured using an advanced technology additive system which is designed to
provide superior protection for 134a HFC refrigeration systems.  It has exceptional solubility and superior
lubricity in Automotive HFC Refrigerants.
AMERILUBE RA5 also incorporates an Ultra Violet sensitive dye to help detect leaks under the presence
of a black light.  It is safe to handle in all automotive refrigeration applications.

Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime

Excellent Oxidation Stability
Long Fluid Life
Very High Flash & Auto-Ignition Points
Good Film Strength
Excellent Coolant Properties
Unsurpassed Solubility in HFC and
Blended Refrigerants

Vis cSt @ 40 oC
Vis cSt @ 100 oC
Viscosity Index
Pour Point oF
Flash Point oF
Copper Corrosion,  24 Hr

LUBRICANT DESIGNATION

103.9
12.7
119
-38
520
1a

RA5-100



American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

RB5
SUPER PREMIUM SYNTHETIC

REFRIGERATION LUBRICANTS

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE RB5

Typical Properties

        AL-RB5-8/99 PAGE 1 OF 1

AMERILUBE SERIES RB5 lubricants are super premium, specially blended Polyol Ester Refrigeration
Lubricants with an advanced tecnology additive system designed to provide superior protection for HFC
refrigeration systems.  They have exceptional solubility and superior lubricity in HFC and Blended
Refrigerants.
AMERILUBE SERIES RB5 Lubricants have exceptional chemical and thermal stability, and provide very
long service life.  They are safe to handle in all refrigerant applications.

RB5-220RB5-150

Vis cSt @ 40 oC
Vis cSt @ 100 oC
Viscosity Index
Pour Point oF
Flash Point oF
Copper Corrosion,  24 Hr

LUBRICANT DESIGNATION RB5-100RB5-68RB5-46RB5-32 RB5-320

218.1
22.9
129
-29
520
1a

148.0
17.2
126
-33
522
1a

98.8
12.5
120
-38
520
1a

68.7
9.8
124
-46
475
1a

32.5
5.8
121
-52
440
1a

45.6
7.3
123
-50
450
1a

316.2
30.1
131
-25
518
1a

Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime

Excellent Oxidation Stability
Long Fluid Life
Very High Flash & Auto-Ignition Points
Good Film Strength
Excellent Coolant Properties
Unsurpassed Solubility in HFC and Blended Refrigerants



Energy Savings
Carbon and Varnish Control
Reduced Maintenance Costs
Reduced Downtime
Excellent Materials Compatibility
Reduced Lubricant Consumption
Excellent Rust & Corrosion Control

Excellent Oxidation Stability
Very High Viscosity Index
High Flash & Auto Ignition Points
Very Low Volatility
Extremely High Film Strength
Excellent Coolant Properties
Very Long Fluid Life

Typical Properties

PLANET GREEN COMPRESSOR FLUIDS
AMERILUBE - PLANET GREEN COMPRESSOR FLUIDS are biodegradable, NON-Toxic, NON-Hazardous
super high performance compressor lubricants. They are made using a proprietary food grade additive
system which when combined in a synergistic way with the biodegradable synthetic food grade base
fluid results in a compressor fluid that has excellent thermal and oxidative resistance, while providing
superior resistance to sludge and varnish formation.
AMERILUBE - PLANET GREEN COMPRESSOR FLUIDS meet the requirements of FDA 21 CFR 178.3570.
and can be used in H-1 applications where incidental food contact is possible. They provide excellent
service in both stationary and portable compressors used in applications such as snow making, on
ships, in wetlands and other environmentally sensitive areas.

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

PGCL
SUPER PREMIUM SYNTHETIC BIODEGRADABLE

COMPRESSOR LUBRICANTS

ADVANCED TECHNOLOGY LUBRICANTS

Viscosity Index
Viscosity cSt @ 40 oC (D445)
Viscosity cSt @ 100 oC (D445)
Color (D1500)
Flash Point oF (D92)
Auto Ignition Point oF
Pour Point oF  (D97)
Four Ball, 40 Kg, 1200 RPM, 167 oF
1 Hr, Scar Dia mm
Copper Corrosion  (D130)
Demulsibility, 130 oF, 30 min

Planet Green - 4/99

Lubricant Designation

Page 1 of 1

121
34.2
6.0
<.5
430
710
-45

.40
1a

40/40/0

PGCL 32

119
47.3
7.4
<.5
445
720
-38

.40
1a

40/40/0

PGCL 46

112
66.9
9.1
<.5
450
725
-34

.40
1a

40/40/0

PGCL 68



Typical Properties

AL-ATP-1-2/00 Page 1 of 1

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

ATP
SUPER PREMIUM SYNTHETIC

AIR TOOL PROTECTOR

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE ATP
AMERILUBE ATP - Air Tool Protector is a super premium, synthetic air tool lubricant.  It is made from
advance technology synthetic base and blended with the finest additives to provide maximum lubrication,
cleaning, and protection for modern air tools.
AMERILUBE ATP - Air Tool Protector removes deposits and cleans stuck air tools.  It provides outstanding
service in even the most severe operating conditions.

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Oxidation Stability
Color
Copper Corrosion, 24 Hr
Rust Test
Demulsibility, 130 oF, 30 min

Lubricant Designation
127
22
4.6

106.3
41.4
315
655
-20

4000
<.5
1a

No Rust
40/40/0

ATP

Superior Penetrating Ability
Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption

Outstanding Oxidation Stability
Unsurpassed Water Separation
High Flash & Auto-Ignition Points
Low Volatility
Very High Film Strength
Excellent Coolant Properties
Excellent Cleaning Properties



Typical Properties

AL-ATP-1-2/00 Page 1 of 1

American Synthol, Inc.
2930 Mountain Trace
Roswell, GA  30075

Phone: 800-633-5457
Fax: 888-731-9534

AMERILUBE

ATP-FG
SUPER PREMIUM SYNTHETIC FOOD

GRADE AIR TOOL PROTECTOR

ADVANCED TECHNOLOGY LUBRICANTS

AMERILUBE ATP-FG
AMERILUBE ATP-FG - Air Tool Protector Food Grade  is a super premium, synthetic food grade air tool
lubricant.  It is made from advance technology synthetic food grade base stock and FDA H-1 approved
additives to provide maximum lubrication, cleaning, and protection for modern air tools where incidental
food contact is possible.
AMERILUBE ATP-FG - Air Tool Protector Food Grade removes deposits and cleans stuck air tools.  It
provides outstanding service in even the most severe operating conditions.
AMERILUBE ATP-FG meets FDA H-1 (21 CFR 178.3570), and is recommended for applications where
incidental food contact is possible.

Viscosity Index
Viscosity cSt @ 40 o C
Viscosity cSt @ 100 o C
Viscosity SUS @ 100 o F
Viscosity SUS @ 212 o F
Flash Point oF
Auto-Ignition Point oF
Pour Point oF
Oxidation Stability
Color
Copper Corrosion, 24 Hr
Rust Test
Demulsibility, 130 oF, 30 min

Lubricant Designation
127
22.1
4.6

106.3
41.4
315
655
-20

10000
<.5
1a

No Rust
40/40/0

ATP-FG

Superior Penetrating Ability
Excellent Rust Control
Carbon and Varnish Control
Energy Savings
Reduced Maintenance Costs
Reduced Downtime
Reduced Lubricant Consumption

Outstanding Oxidation Stability
Unsurpassed Water Separation
High Flash & Auto-Ignition Points
Low Volatility
Very High Film Strength
Excellent Coolant Properties
Excellent Cleaning Properties



LUBRICANT TEST DATA - MODIFIED IP-48
THERMAL OXIDATION TEST RESULTS

AMERILUBE

Prodsell/AL-TAN-01-01-99

Product
Test

Temperature
Resulting

TAN
Test

Duration

February 23, 1999

A1000C

DSL100

A467C

Amokon 32

Kaeser S-460

Quin-Syn

Chemlube 228

Pennzcom PAO 68

Anderol 497

SSR Ultra Coolant

SSR Ultra Coolant

PGRI

415 oF

415 oF

520 oF

520 oF

520 oF

520 oF

520 oF

520 oF

520 oF

520 oF

400 oF

400 oF

7 hrs

7 hrs

6 hrs

6 hrs

6 hrs

6 hrs

6 hrs

6 hrs

6 hrs

6 hrs

5 hrs

5 hrs

0.4

1.5

0.2

1.1

1.9

1.6

1.5

2.1

>6.0

1.9

1.05

0.4

2930 MOUNTAIN TRACE
ROSWELL, GA 30075
PHONE: 800-633-5457

FAX: 888-731-9534

AMERICAN SYNTHOL, INC.



R
O

TA
R

Y
 B

O
M

B
 O

X
ID

AT
IO

N
 T

E
S

T
A

S
T

M
 D

-2
27

2

A
M

E
R

IL
U

B
E

A
L-

R
B

O
T-

06
/9

7

2,
50

0

2,
00

0

1,
50

0

1,
00

0

5
0

0 0
A

M
E

R
IL

U
B

E
A

4
6

7
C

S
U

M
M

IT
 S

H
4

6
(F

R
O

M
 L

IT
E

R
A

T
U

R
E

)
S

C
H

A
E

F
F

E
R

M
O

LY
 P

U
R

E
Q

U
IN

C
Y

Q
U

IN
-S

Y
N

G
A

R
D

N
E

R
 D

E
N

V
E

R
A

E
O

N
 9

0
0

0
 S

P
R

O
Y

A
L

 P
U

R
P

L
E

S
Y

N
 F

IL
M

 1
6

8
M

O
B

IL
 R

A
R

U
S

S
H

C
 9

2
4



R
O

TA
R

Y
 B

O
M

B
 O

X
ID

AT
IO

N
 T

E
S

T
A

S
T

M
 D

-2
27

2

A
M

E
R

IL
U

B
E

A
L-

R
B

O
T-

1-
06

/9
7

2,
50

0

2,
00

0

1,
50

0

1,
00

0

5
0

0 0
A

M
E

R
IL

U
B

E
P

G
R

I
IR

-S
S

R
 U

LT
R

A
C

O
O

L
A

N
T

(F
R

O
M

 L
IT

E
R

A
T

U
R

E
)

S
U

L
L

U
B

E
 3

2
(F

R
O

M
 L

IT
E

R
A

T
U

R
E

)
IR

-S
S

R
 U

LT
R

A
C

O
O

L
A

N
T

(A
C

T
U

A
L

 L
A

B
 T

E
S

T
)



D
is

ch
ar

ge
 T

em
p 

vs
 In

le
t T

em
pe

ra
tu

re
To

 A
vo

id
 C

on
de

ns
at

io
n

A
M

E
R

IL
U

B
E

2
3

0

2
2

0

2
1

0

2
0

0

1
9

0

2
0

1
7

0

1
6

0

1
5

0

1
4

0

1
3

0

1
2

0

1
0

0

8
0

9
0

1
1

0

1
8

0

3
0

4
0

5
0

6
0

7
0

8
0

9
0

1
1

0
1

0
0

1
2

0

M
in

 D
is

ch
ar

ge
 T

em
p 

(
o
F

)

C
om

pr
es

so
r 

In
le

t T
em

p 
o
F

A
m

e
ri

ca
n

 S
yn

th
o

l
2

9
3

0
 M

o
u

n
ta

in
 T

ra
ce

R
o

sw
e

ll,
 G

A
 3

0
0

7
5

P
h

o
n

e
: 

8
0

0
-6

3
7

-5
4

5
7

F
a

x:
 8

8
8

-7
3

1
-9

5
3

4

15
0 

P
S

IG
12

5 
P

S
IG 10

0 
P

S
IG

75
 P

S
IG

E
xa

m
p

le
: A

t 
1

0
0

 P
S

IG
 &

 C
o

m
p

re
ss

o
r 

In
le

t T
e

m
p

e
ra

tu
re

 9
0

 
o
F

M
in

im
u

m
 O

u
tle

t T
e

m
p

e
ra

tu
re

 t
o

 A
vo

id
 C

o
n

d
e

n
sa

tio
n

 is
 1

8
0

 
o
F


